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Abstract
This paper deals with the multiscale description of a single osteon of cortical bones. The cortical bone tissue is
modeled as a double-porous medium decomposed into the solid matrix and the fluid saturated canals. The resulting
homogenized model describes deformation of such medium in response to a static loading by external forces and
to an injection of slightly compressible fluid. Three numerical examples are presented, showing the influence of
selected lower-scales geometrical features on the macroscopic body behavior.
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1. Introduction
This paper is devoted to the macroscopic behavior of the poroelastic materials with the double
porosity. Such materials consist of two very distinct porous systems so that their interaction
has a strong influence on their macroscopic behavior. The two interacting systems featured by
strongly different pore sizes are arranged hierarchically, one is embedded in the other. This
characterizes materials which are abundant in nature, such as rocks, or biological tissues, as
well as engineered materials comprising certain types of foams. The model reported in this
paper can be applied to describe the cortical bone tissue, where the pores filled with bone fluid
can be found on multiple scales. The material properties of the bone can serve as a basis for
the development of new biomaterials or for a better understanding of the processes in the bone
tissue such as remodeling.
The concept of double porosity was first presented in context of geomechanics in work [1],
which studied flows in cracked rocks. This work considered only the fluid exchange between
two porous systems. The model was simplified few years later in work [10], where authors
considered situation such that the flow in the porous matrix can be neglected. Under the same
assumption, in the recent work [6] we presented a model of the double-porous medium derived
using unfolding homogenization method applied at two levels of the heterogeneity coresspond-
ing to a hierarchical arrangement of the bone sructure. This model can be used to compute
the effective poroelasticity coefficients for a given geometry and topology of the micro- and
mesoscopic levels.
The aim of this paper is to perform a computational study which explains how the micro- and
mesostructure influence the macroscopic body response. We focus on the poroelastic properties
∗Corresponding author. Tel.: +420 377 632 387, e-mail: turjani@kme.zcu.cz.
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which are independent of the pore fluid flow. The solid-fluid interaction is studied under the
static loading whereby any fluid flow is excluded. It should be emphasized that the poroelastic
material constants derived and computed under such thermodynamic steady state conditions are
valid also in quasistatic situations featured by slow flows; this has been justified, e.g., in [3, 8].
The paper is composed from five sections. In the Section 2 the definition and the geom-
etry description of porosity levels is given. The following Section 3 deals with the upscaling
procedure of equations describing poroelasticity. The Section 4 introduces the set of numerical
simulations with their results discussed. Finally, a conclusion is drawn in Section 5.
2. Geometrical configuration
The cortical bone is a hierarchical system with a complex structure on different scale levels.
From the macroscopic point of view, the cortical bone tissue is made of a system of approxi-
mately cylindrical mineralized structures called osteons, each with an exterior radius of roughly
100–150μm, [11]. These structures are hollow; the center of each osteon is perforated by the
so-called Haversian canal, which contains blood vessels, nerves, and is saturated by the bone
fluid. In addition to these canals, other smaller pathways exist within the bone tissue. The aim
of this section is to describe this multiscale arrangement of the bone tissue and, in particular, to
explain geometry of the structure.
The walls of the Haversian canal are covered with bone cells and behind this bone cell layer,
there are entrances to multiple small tunnels [11]. These tunnels with the diameters of a few
hundreds of nanometers are called canaliculi and create the network connecting Haversian canal
and the small ellipsoidal pores. These are called lacunae with dimension about a few tens of
micrometers and each of them contains one osteocyte, the bone cell responsible for the tissue
growth processes. Canaliculi and lacunae create one system of a mutually connected network
filled with bone fluid.
In literature, [2, 4, 11], there are commonly distinguished three porosity levels with the
biggest importance in the bone structure. The uppermost level is the so-called vascular porosity
level involving the Haversian canals, the mean one, the lacunar-canalicular porosity, is associ-
ated with lacunae and canaliculi, and lowest one is the collagen-apatite porosity associated with
the space between collagen and the crystallites of the mineral apatite.
The present work is focused on describing the mechanical properties of the single bone
osteon which is relevant to the macroscopic scale. Therefore, we shall neglect the vascular
porosity (or osteonal porosity). Considering the difference in dimensions of lacunae and canali-
culi, the lacuno-canalicular porosity is split into two levels; the lacunar porosity further referred
to as a mesoscopic porosity level or β-level and canalicular porosity referred to as microscopic
porosity or α-level. Porosity of the collagen-apatite matrix is neglected in this work, being
replaced by a solid elastic material.
In the numerical examples reported in Section 4 we shall represent the hierarchical struc-
ture of the osteon using a simple geometrical models which, however, enable us to introduce
geometrical parameters with a clear interpretation and to assess their influence on the effective
material properties.
3. Homogenized model
In this section we summarize the homogenization results witch was obtained in [6] by unfolding
homogenization method of the poroelasticity problem in a dual porous medium saturated by
a slightly compressible fluid. In throughout the text, we use labelling by two superscripts:
α for microscopic (or α-) level and β for mesoscopic (β-) level. First, we recall a few general
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Table 1. Basic nomenclature
Superscript Describtion Superscript Describtion
 ε quantities dependent on the scale-parameter m quantities defined on matrix (solid)
α quantities relevant to the microscopic level c quantities defined on canals (fluid)
 β quantities relevant to the mesoscopic level
Quantity Describtion Quantity Describtion
u displacement v admissible displacement
u˜ matrix-to-canal extension of u p¯ fluid pressure
f volume forces g traction forces
γ fluid compressibility J fluid volume (injected)
ωij characteristic responses relevant to displacement φ porosity
ωP characteristic responses relevant to pressure D = (Dijkl) elasticity tensor
Πij = (Πijk ) transformation vectors, k = 1, 2, 3 n outer unit normal vector
A = (Aijkl) effective elasticity tensor B = (Bij) effective tensor of Biot coefficients
M effective Biot modulus of compressibility E Young’s modulus
G shear modulus ν Poisson’s ratio
principles of homogenization and then we focus on the microscopic scale problem. It is worth
noting, that for the better orientation throught text, the used notation is summarized in Table 1.
3.1. Scale parameter
We consider a poroelastic medium whose material properties vary periodically with position;
the period length is proportional to a small parameter ε which is the so called scale-parameter
defined as the ratio between the characteristic lengths of the micro- and macroscopic levels,
thus, ε = Lmicro/Lmacro.
Through the text all quantities varying with this periodicity are denoted with superscript ε.
In our case we have three scales, micro-, meso- and macro-scale, thus it is more accurate to
define scale-parameter as ratio of characteristic length of lower and upper scale.
3.2. Material periodicity
For simplicity we consider material with the periodic geometrical decomposition on both the
micro- and mesoscale. The following general definition applies to both α and β levels and
through the text all quantities belonging to those levels are labelled by superscripts α and β.
We consider an open bounded domain Ω ∈ IR3 with boundary ∂Ω. Further we consider do-
main Y =
∏3
i=1(0, yˆi) which is called the representative periodic cell (RPC), since it generates
the domain Ω as a periodic lattice. The material point positions are defined in the coordinate
system (0, x1, x2, x3). The rescaled material point positions in the RPC are defined in the coor-
dinate system (0ˆ, y1, y2, y3), where yˆi is the length of the i-th side of Y .
Application of this definition to the three scale model is illustrated in the Fig. 1. Thus,
the domain Ω is generated (as periodic lattice) by using mesoscopic RPC Y β. The matrix part
Fig. 1. Three scales of homogenization: Macroscopic body Ω, mesoscopic periodic cell Yβ , microscopic
cell Y α
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within Y β is also generated as periodic structure by using a microscopic RPC Y α. Details are
given below.
3.3. Microscopic problem
Let us consider Ωα ⊂ IR3, which represents the microscopic scale of the osteon. With respect
to the material structure, the domain Ωα ⊂ IR3 is decomposed into two non-overlapping parts;
the (solid) matrix Ωα,εm , canals Ωα,εc and their interface Γα,ε are defined, as follows:
Ωα = Ωα,εm ∪ Ωα,εc ∪ Γα,ε, Ωα,εc = Ωα,ε \ Ω¯α,εm , Γα,ε = Ω¯α,εm ∩ Ω¯α,εc . (1)
The outer boundaries ∂extΩα,εc ⊂ ∂Ωα and ∂extΩα,εm ⊂ ∂Ωα, are defined as follows:
∂extΩ
α,ε
m = ∂Ω
α,ε
m \ Γα,ε = ∂Ωα,εm ∩ ∂Ωα, ∂extΩα,εc = ∂Ωα,εc \ Γα,ε = ∂Ωα,εc ∩ ∂Ωα. (2)
The outer unit normal vectors of the boundaries ∂Ωα,εm and ∂Ωα,εc are denoted by nm and nc,
respectively. In this section, the superscript ε refers to the scale-dependence, where ε = Lα/Lβ
describes the ration of the characteristic sizes of the micro- and mesoscopic levels.
In what follows, we will use the same notation as in [6]. By symbols ∇ and ∇· the gradient
and divergence operators are denoted, respectively. The scalar product is denoted by “·” and the
symbol “:” between tensors of any order denotes their double contraction. The superscript s in
the gradient operator ∇s denotes its symmetric part.
The linear poroelastic body characterized by its elasticity tensor Dεijkl, occupying the do-
main Ωα ⊂ IR3, is loaded by volume forces fα,ε in Ωα,εm and surface traction forces gα,ε on
∂extΩ
α,ε
m .
Since the objective here is to characterize the effective poroelastic properties of the bone tis-
sue, we restrict ourselves to the stationary problems only and neglect the fluid flow. Therefore,
the fluid in the deforming pores is characterized by its compressibility γ only, whereas its vis-
cosity does not interfere in the problem. Further, mass conservation has to be considered: The
pore deformation resulting in a decrease of the porosity is compensated by an increased pres-
sure acting on the interface Γmc and by an amount of the fluid leaking from Ωα,εc into the outer
space through ∂extΩα,εc , cf. [6]. Using the tensorial notation, the linear poroelasticity problem is
defined as follows
−∇(Dα,ε∇Suα,ε) = fα,ε in Ωα,εm ,
nm · Dα,ε∇Suα,ε = gα,ε on ∂extΩα,εm , (3)
nm · Dα,ε∇Suα,ε = −p¯α,ε on Γα,ε,
where uα,ε is the displacement of the solid matrix and p¯α,ε is the fluid pressure. The announced
mass conservation attains the following form
∫
∂Ωα,εc
u˜α,ε · nc dSx + γp¯α,ε|Ωα,εc | = −Jα,ε, (4)
where −Jα,ε denotes a fluid volume injected from outside through ∂extΩα,εc into Ωα,εc . By u˜ we
mean a matrix-to-canal differentiable extension of u from Ωεm to whole Ω.
The solvability condition yields
∫
∂extΩ
α,ε
m
gα,ε dSx +
∫
Ωα,εm
fα,ε dVx = 0, where dSx is the
differential element of the surface and dVx of the volume.
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Weak formulation We introduce set of admissible displacements V , which due to assumed
boundary conditions (3)2,3 coincide with the space of virtual displacement V = V0 = {v ∈
H1(Ωα,εm )|v = u on ∂extΩα,εm }, where H1 is the Sobolev space [W 1,2(Ωα)]3 of vector functions.
The problem (3)–(4) can be rewritten in the weak form1: Find (uα,ε, p¯α,ε) ∈ H1(Ωα,εm )× IR such
that∫
Ωα,εm
(IDα,ε∇suα,ε) : ∇sv dVx + p¯α,ε
∫
Γα,εm
nm · v dSx =
∫
∂extΩ
α,ε
m
gα,ε · v dSx +
∫
fα,ε · v dVx,
∫
∂Ωα,εc
u˜α,ε · nc dSx + γp¯α,ε|Ωα,εc | = −Jα,ε ∀v ∈ V0.
(5)
3.3.1. Representative periodic cell (RPC)
The domain Ωα representing the periodic microstructure is generated by representative cell Y α
which adheres the decomposition introduced in (1), thus,
Y α = Y αm ∪ Y αc ∪ Γαmc, Y αc = Y α \ Y¯ αm, Γαmc = Y¯ αm ∩ Y¯ αc . (6)
We assume that the elastic tensor parameters Dα,εijkl obey the standard positive definiteness
and symmetries; in our study we consider an isotropic material2 Dα,εijkl(x) = λε(x)δklδij +
με(x)(δikδjl + δilδjk) with the Lame coefficients λε, με > 0 which by virtue of the unfolding
are defined with respect to material points in Y αm . In Section 4 we use a constant tensor in Y αm ,
thus λε, με are constants.
We shall record the homogenized mesoscopic problem reported in [6], see [7] for the proofs.
It is expressed using homogenized material coefficients defined through the solutions of aux-
iliary microscopic problem known as the corrector basis functions. In the following text we
present all microscopic problems constituting the mesoscopic homogenized medium.
3.3.2. Microscopic problems and corrector basis functions
In what follows we shall use the following bilinear form:
ady(w,v) =∼
∫
Yd
(ID∇Syw) : ∇Syv, (7)
where ∼∫
Yd
= |Y |−1 ∫
Yd
for d = m, c. We define the transformation vectors Πij = (Πijk ),
i, j, k = 1, 2, 3, whose components Πijk = yjδik are constituted by coordinates yj . In following
text we denote the Sobolev space [W 1,2(Y α)]3 of Y -periodic vector functions by H1#(Y α).
We shall now define ωij ,ωP , the characteristic responses of the microstructure, which are
solutions of the following microscopic problems: Find ω ij ∈ H1#(Y α) and ωP ∈ H1#(Y α)
satisfying
amy (ω
ij +Πij ,v) = 0, i, j = 1, . . . , 3 ,
amy (ω
P ,v) =∼
∫
Γm
v · nmdSy. (8)
1The convergence of the weak formulation can be found in the [6].
2δik is the Kronecker symbol.
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3.3.3. Homogenized coefficients
The material obtained by upscaling from the microscopic scale to the mesoscopic one is charac-
terized by three effective coefficients,Aα, Bα and Mα, which are expressed using the computed
corrector functions ωij,ωP as follows:
Aαijkl = a
m
y (ω
ij +Πij,ωkl +Πkl),
Bαij = − ∼
∫
Ym
divyω
ij ,
Mα = amy (ω
P ,ωP ).
(9)
The tensors Aα and Bα are symmetric, i.e. A = (Aijkl) satisfies Aαijkl = Aαklij = Aαjikl and
IBα = (Bαij) satisfies Bαij = Bαji. It can be shown, [6], that Mα > 0. Further we may introduce
Bˆα = Bα + φI, Mˆα = Mα + φγ, (10)
where Bˆα is the tensor of the Biot coefficients and Mˆα is the effective Biot modulus of com-
pressibility, which expresses the complete compressibility of the fluid and of the matrix de-
formed by the pore fluid pressure, [6]. The tensor Aα is the effective elasticity tensor of the
drained skeleton.
3.4. Mesoscopic problem
This section summarizes the upscaling procedure to obtain effective material properties relevant
to the macroscopic scale. Thus, we shall introduce the poroelastic problem on the mesoscopic
scale, using effective coefficients Aα, Bˆα and Mα obtained by upscaling the microstructure.
This poroelastic model describes the behavior of the matrix part on the mesoscopic scale.
The domain Ωβ is decomposed as in (1)–(2) introduced for the heterogeneous microstruc-
ture, here representing the heterogeneous mesoscopic structure. We recall that the matrix Ωβ,εm is
now formed by the porous medium associated with the upscaled microstructure of the α-level,
and “canals”. Canals Ωβ,εc are filled with the fluid and connected with pores of the α-level.
Since the α- and β-level porosities are mutually connected, the pressure p¯ is evenly dis-
tributed through the fluid on both levels and can be characterized only by one scalar value only.
The mesoscale matrix is loaded by the volume-force field fˆα = (1 − φα)fα and mean surface
traction g¯α := (1 − φαs )g + φαs (−p¯)n on ∂extΩβ,εm . The pores Ωβ,εc are drained out through
∂extΩ
β,ε
c . The total outflow from Ωβ is denoted as Jβ,ε and it incorporates also the flux from α-
level pores and from the β-level pores, [6]. The displacement uβ,ε ∈ H1(Ωβ,εm ) and the pressure
p¯ε ∈ H1(Ωβ,εm ) satisfy the equation∫
Ωβ,εm
(Aα∇Suβ,ε − p¯εBˆα) : ∇Sv + p¯ε ∫
Γβ,ε
v · nm dSx =
∫
∂extΩ
β,ε
m
g¯α · v dSx +
∫
Ωβ,εm
fˆα · v, ∀v ∈ V (Ωβ,εm ) (11)
and the volume conservation∫
Ωβ,εm
(Bˆα : ∇Suβ,ε +
∫
∂Ωβ,εc
u˜β,ε · nc dSx + p¯ε
[
(Mα) + γφ¯α|Ωβ,εm |+ γ|Ωβ,εc |
]
= −Jβ,ε, (12)
where u˜β,ε is the displacement extension to canals Ωβ,εc and φ¯α = |Ωα|−1
∫
Ωα
φα is the mean
porosity3.
3However, in this work we consider constant porosity, thus, φα = φ¯α.
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Analogically to previous section, the domain Ωβ is generated as periodic lattice using RPC
Y β. Note that like domain Ωβ , RPC Y β has the decomposition analogical to Y α, see Eq. (6).
The upscaling procedure described in [6, 7] leads to the mesoscopic auxiliary problems for
corrector basis functions of the β-level. These are employed to express the effective coefficients
relevant to the macroscopic level of the osteon.
3.4.1. Mesoscopic problems and corrector basis functions
In what follows, we record the mesoscopic problems in Y β for the corrector basis functions of
displacement, ωijβ and ωPβ . Find ω
ij
β ∈ H1#(Y βm) and ωPβ ∈ H1#(Y βm) satisfying
∫
Y βm
[
A
α∇Sy (ωijβ +Πijβ )
]
: ∇Syv = 0 ∀v ∈ H1#(Y βm),∫
Y βm
[
A
α∇SyωPβ
]
: ∇Syv = −
∫
Y βm
Bˆα : ∇Syv +
∫
ΓβY
v · nm dSy ∀v ∈ H1#(Y βm),
(13)
where transformation vector Πijβ = (Π
ij
k,β), i, j, k = 1, 2, 3 have components Π
ij
k,β = y
β
j δik are
constituted by coordinates yβj of RPC Y β.
While the solutions ωijβ express fluctuations with respect to the local macroscopic unite
strain, the ωPβ expresses the local response with respect to the unit pore pressure, [6].
3.4.2. Homogenized coefficients
The corrector functions specified in the previous section are involved in the expressions of the
effective material coefficients relevant to the macroscopic body with porosities on micro- and
mesoscale and are denoted by A,B,M (on the macroscale the superscript β is not necessary
and has been released). These expressions are as follows
Aijkl = ∼
∫
Y βm
[
A
α∇Sy (ωklβ +Πklβ )
]
: ∇Syv(ωijβ +Πijβ ), (14)
Bij = ∼
∫
Y βm
Bˆα : ∇Syv(ωijβ +Πijβ )− ∼
∫
Y βm
divyω
ij
β , (15)
M = ∼
∫
Y βm
[
A
α∇Sy (ωpβ)
]
: ∇Syv(ωpβ). (16)
Further, we introduce
Bˆ := B+ φβI, Mˆ := M + γφ¯β + (Mα + γφ¯α)(1− φ¯β) . (17)
These effective coefficients are analogical to the classical Biot model coefficients. Advanta-
geously, the given formulae enable to compute them for a given representative cells at both the
micro- and mesoscopic levels.
3.4.3. Macroscopic problem
In the previous section, we derive the equations for effective coefficients relevant to the macro-
scopic poroelastic body with porosities distributed at the two scales. Responses of such a body
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are described by the displacement u and by the pressure p¯ satisfying
∫
Ωβ
(A∇Sxu− p¯Bˆ) : ∇Sxv =
∫
Ωβ
(1− φβ)fα · v +
∫
∂Ωβ
g¯β · v dSx ∀v ∈ H1(Ωβ),∫
Ωβ
Bˆ∇Sxu+ p¯Mˆ |Ωβ| = −Jβ ∀v ∈ H1(Ωβ),
(18)
where in analogy with g¯β introduced above at the mesoscopic scale,
g¯β := (1− φβS)g¯α + φβS(−p¯)n (19)
is the mean surface stress and φ¯βS is the mean surface β-level porosity.
Now we have a complete set of equations for obtaining the poroelastic properties of one sin-
gle osteon in cortical bone tissue. The effective coefficients can be used for further applications
and can be also associated with the Biot poroelasticity model, from which the increase of fluid
content Jβ can be computed.
In the section below, we assume that the interface on both levels Γα,ε and Γβ,ε is imperme-
able, but porosities on α- and β- beta level are mutually connected; this configuration results in
one hydrostatic pressure p¯ in all porosity levels, see section 3.4.3. In addition, the matrix cannot
be drained throught ∂extΩβ,εm , thus φ
β
S = 0 on the exterior surface. In this case g¯β(p¯) = g¯β is
independent of the pore pressure and also external flux Jβ = 0.
4. Two-level computational homogenization
In this section we provide illustrations to the two-level computational homogenization. We
consider an idealized structure of the cortical bone tissue characterized at the micro- and meso-
scopic scales using the representative periodic cells Y α and Y β , respectively; the details will be
given in Section 4.1. We use the finite element method (FEM) to discretize in space the weak
formulations presented in previous sections. As explained above, the linearity of the multiscale
problem leads to a computational algorithm consisting of the following steps:
1. Solve the auxiliary corrector problems in the RPC Y α defined by Eq. (8) to obtain the
local response functions ωij
∣∣α, ωp∣∣α.
2. Using ωij
∣∣α, ωp∣∣α substituted in formulae (9) and (10), compute effective coefficients Aα,
Bˆα and Mˆα which characterize the matrix phase of the β-level structure.
3. Solve the auxiliary corrector problems in the RPC Y β given by Eq. (13) to obtain local
response functions ωij
∣∣β, ωp∣∣β.
4. Using ωij
∣∣β, ωp∣∣β substituted in formulae (15) and (17), compute effective coefficients
A
β
, Bˆβ and Mˆβ involved in the macroscopic model.
5. Using the effective coefficients Aβ, Bˆβ and Mˆβ , solve the macroscopic problem (18)
imposed in domain Ω.
Although the Neumann boundary conditions are assumed in Eq. (18), other boundary con-
ditions can be prescribed. The classical formulation yields the equilibrium condition
−∇ · (A∇Sxu− p¯Bˆ) = (1− φβ)fα in Ω , (20)
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which is accompanied by the mass balance (18)2. In general, the boundary conditions may
involve the Dirichlet type boundary conditions imposed on ∂uΩ ⊂ ∂Ω, whereas the traction
(Neumann) conditions are prescribed on the rest of the boundary, ∂σΩ ⊂ ∂Ω ⊂ ∂uΩ, thus,
n · (A∇Sxu− p¯Bˆ) = g¯β on ∂σΩ , (21)
where n is the unit normal vector on ∂σΩ. Recalling definition (19) of g¯β, it should be noted,
that (21) involves p¯ through g¯β and g¯α if the surface porosities φβS and φαS do not vanish. For
discussion of possible cases of the boundary conditions and their consequences on the symmetry
of problem (18) we refer to [7].
4.1. Geometrical representation
As discussed in the introduction, the cortical bone tissue can be represented by the hierarchical
porous structure which is defined at the two levels by the RPCs Y α and Y β , see Fig. 2. The
two-level upscaling procedure yields the effective material properties of bone osteon which
constitutes the macroscopic body. All dimensional parameters describing employed geometrical
features4 are listed in Table 2. In this study we consider an artificial, simplified geometry of the
canalicular and lacunar porosities which can easily be parameterized. This allows us to describe
qualitatively influences of the selected structural features on the effective material properties of
the upscaled bone.
(a) (b) (c)
Fig. 2. Geometry representations of (a) RPC Yα, (b) RPC Y β and (c) macroscopic level body
Table 2. Parameters of geometrical configuration
Symbol Parameter Unit Value
Lα characteristic length of RPC on micro-level μm 4.3
Lβ characteristic length of RPC on meso-level μm 43.0
rx = dx/2 radius of canaliculi in x-direction μm 0.6
ry = dy/2 radius of canaliculi in y-direction μm 0.6
rz = dz/2 radius of canaliculi in z-direction μm 0.6
a0 semi-axis of ellipsoid in x-direction μm 2.5
b0 semi-axis of ellipsoid in y-direction μm 12.5
c0 semi-axis of ellipsoid in z-direction μm 5.0
4In this section we use labelling of coordinate axes by x, y, z rather than 1, 2, 3.
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(a) (b)
Fig. 3. (a) Circumferential orientation of RPC Y β in cylindrical macroscopic body, (b) Loading and
boundary conditions of macroscopic body
At the microscopic level, the bone matrix is represented by the cubic RPC Y α of the edge
sizeLα. The solid phase corresponding to the bone matrix occupies domain Y αm . The canalicular
pores (domain Y αc ) are represented by three cylindrical channels defined by radii rx, ry and rz.
We choose them in such a way that the cross-section area of each channel is approximately equal
to the total cross-section area of all actual canaliculi which lead in the corresponding direction.
Although geometrically disconnected, in a “physical sense” we adhere the assumption of their
mutual cennectness.
At the mesoscopic level, the lacunar porosity is represented by RPC Y β of the edge size Lβ.
The porous matrix occupying domain Y βm is constituted by the upscaled canalicular porosity,
so that it represents a network of orthogonal channels leading in x-, y- and z-directions. A
single ellipsoidal inclusion occupies domain Y βc , which represents one lacunae, is defined by
three semi-axes a0, b0, c0. Recall that both the α and β porosities form one connected porosity
associated with one pressure p¯.
In the present study, the macroscopic level is represented by a single bone osteon occupying
domain Ω, although at this level the bone tissue can also be described approximatively as a het-
erogeneous structure constituted by periodically distributed osteons, as considerd, e.g., in [5].
Thus, Ω is shaped as a hollow cylinder, see Fig. 2c. The material model obtained using the
two-level homogenization can be associated with a local coordinate system, in general. Below
we consider that the material structure is locally periodic, generated by cell Y β which is aligned
with the radial, tangential and axial macroscopic coordinate axes related naturally to the cylin-
drical geometry, see Fig. 3a. Obviously, the orientation of the α-level anisotropy is fixed within
the mesoscopic RPC Y β .
4.2. Numerical examples
The purpose of this example is to show how different structures at micro- and mesoscopic level
influence the homogenized coefficients and the macroscopic response. For better understanding
of how each level influence the final effective coefficients, we present following three numerical
examples.
Example 1 We modify the canalicular porosity φα by changing the diameter of one of the
three cylindrical channels aligned with the x-axis. The geometry representing RPC Y β is pre-
served, see Fig. 4a.
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(a) (b)
Fig. 4. Numerical example schemes: (a) Example 1 – changing diameter dx on the RPCs Y α geometry
while preserving lacunae position in RPC Yβ; (b) Example 2 – while preserving RPC Yα (dx = dy =
dz), rotating ellipsoid conclusion in RPC Yβ on axes x, y and z (rotation angle ψi ∈ 〈0, π/2〉, i = x, y, z)
Example 2 While preserving the geometry representation of RPC Y α, we change orientation
of ellipsoidal inclusion in RPC Y β by rotating it subsequently on one of its axes by angles ψi,
i = x, y, z, see Fig. 4b.
Example 3 We solve the macroscopic problems with effective material coefficients obtained
according to Example 1 and Example 2, as described above.
In the following text, we report numerical results obtained for these three numerical exam-
ples. First, we compute final effective coefficients for models Example 1 and Example 2 and
then use them to solve the macroscopic problems, as specified in Example 3. The two-scale,
two-level homogenization was implemented in our in-house developed FEM software SfePy,
for more information see the website sfepy.org.
4.3. Effective coefficients
We use an isotropic material with Young’s modulus E = 18GPa and Poisson’s ratio ν = 0.3 to
describe the solid matrix representing bone tissue in RPC Y α, while the fluid is characterized by
its compressibility γ = 0.9. These values were choosen as our estimation of the cortical bone
material properties relevant to the microstructure (the canalicular porosity level) on the basis of
information found in the literature [11], see also [9].
The resulting homogenized material is orthotropic, whereby the effective compliance tensor
A
−1 is symetric, attaining the following form
A
−1 =
⎡
⎢⎢⎢⎢⎢⎢⎢⎣
1
E1
−ν21
E2
−ν31
E3
0 0 0
−ν12
E1
1
E2
−ν32
E3
0 0 0
−ν13
E1
−ν23
E2
1
E3
0 0 0
0 0 0 1
G12
0 0
0 0 0 0 1
G23
0
0 0 0 0 0 1
G31
⎤
⎥⎥⎥⎥⎥⎥⎥⎦
, (22)
where E1, E2, E3 are Young’s moduli in directions 1, 2, 3. νij represents the Poisson’s ratio for
the strain in direction j while loaded in direction i. G12, G23, G31 are shear moduli in 1-2, 2-3 a
3-1. Due to symmetry νij
Ei
=
νji
Ej
, the orthotropic material can be described by only 12 material
constants stated above.
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4.3.1. Example 1
First, let us give an example of effective coefficients resulting from upscaling to the macroscopic
level. The coefficients
A
β =
⎡
⎢⎢⎢⎢⎢⎢⎣
1.801 · 101 7.064 · 100 6.731 · 100 1.501 · 10−4 −1.404 · 10−4 −1.851 · 10−4
7.064 · 100 1.804 · 101 6.730 · 100 1.446 · 10−4 −1.798 · 10−4 8.559 · 10−6
6.731 · 100 6.730 · 100 1.806 · 101 2.876 · 10−6 −5.283 · 10−4 5.491 · 10−6
1.501 · 10−4 1.445 · 10−4 2.723 · 10−6 5.549 · 100 2.040 · 10−6 −7.826 · 10−5
−1.408 · 10−4 −2.031 · 10−4 −5.507 · 10−4 2.308 · 10−6 5.205 · 100 1.637 · 10−4
−1.852 · 10−4 7.385 · 10−6 4.367 · 10−6 −7.824 · 10−5 1.648 · 10−4 5.205 · 100
⎤
⎥⎥⎥⎥⎥⎥⎦
,
Bˆβ =
[
1.096 · 100, 1.096 · 100, 1.097 · 100,−1.134 · 10−5,−3.161 · 10−6,−3.177 · 10−7] ,
Mˆβ = 1.004 · 10−4
were computed for the start configuration, i.e., rx = ry = rz = 0.6μm and ψx = ψy = ψz = 0.
When commponents smaller than 10−3 are neglected, stiffness Aβ attain the form such of or-
thotropic material.
A shown in Fig. 5a, the macroscopic effective coefficients vary with the total porosity φγ =
φα + φβ − φαφβ since porosity φα is being changed. For better understanding how variation of
porosity on α-level influence the characteristics of macroscopic body, we transformed effective
stiffness tensor into components of Young’s modulus Ei, Poisson’s ratio νij , i, j = 1, 2, 3, i = j
(a)
(b) (c)
Fig. 5. Example 1 – Effective coefficients influenced by varying x-direction canaliculi radius rx
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and shear modulus G12, G23, G31. It is clear, that as porosity rises, the solid phase is being
replaced by the fluid part in the RPC Y α, thus the curves of components of elastic coefficients
decrease.
4.3.2. Example 2
A more complex influence of the orientation of the lacunae on the elastic coefficients is apparent
in Figs. 6a, 6b and 6c, where we display the dependence of Young’s modulus and Poisson’s ratio
on rotation angle ψi, i = x, y, z. The Dependence of sheare modulus G on ψi is then shown in
Figs. 7a, 7c and 7e. In this study, the varying mutual positions of the ellipsoidal inclusions of
the neighbouring cells (copies of Y β), have to be taken into account. As the ellipsoids rotate,
the cross-sectional areas of the solid phase in the planes perpendicular to main axes vary, which
results into components of effective elastic coefficients having different trends.
4.4. Macroscopic problem solution
Using effective coefficients obtained above for various volume fractions, or varying orienta-
tions of the lacunae at the mesoscopic level, we now solve the macroscopic problem given by
Eq. (18). In order to enable that to the two parameteric studies considered in the Example 1 and
Example 2 can be compared, we use for both the same geometry representation of macroscopic
body (see Fig. 2c) and the same boundary conditions. The single bone osteon is loaded by a
uniform traction force g = [0, 0,−5] MPa on the upper face z = l, where l is the cylinder
length aligned with the z-coordinate, and stuck to the rigid frame on the bottom face z = 0, see
Fig. 3b. Note, that the RPC Y β representing mesoscopic level structure are circumferentially
arranged in the macroscopic body, see Fig. 3a, so that the ellipsoid orientation with respect to
the local tangential and radial axes is fixed.
Responses to the static loading of the macroscopic body for materials studied in Example 1
are shown in Fig. 5c. We display only the z-component of displacement, uz, because in this
direction maximal displacements appear. As expected, we may see that the curve of uz follows
the trend of E3. Similarily, curves of uz displacement for materials studied in Example 2 follow
the effective elastic coefficients, see Figs. 7b, 7d and 7f.
5. Conclusion
In this paper we presented the three-scale model of cortical bone tissue obtained by homoge-
nization procedure based on [6]. Such model was motivated by a strictly hierarchical structure
of a cortical bone saturated by a bone fluid. We briefly described the computational steps leading
to evaluation of the effective coefficients on the micro- and mesoscopic scale levels, the latter
being involved in the macroscopic problem formulation. The resulting homogenized model de-
scribes deformation of the fluid saturated double-porous body in response to a static loading by
external forces and to an injection of slightly compressible fluid.
The solutions of this model was implemented in the software SfePy and two numerical ex-
amples were presented, showing the influence of selected micro- and mesostructure geometrical
features on the effective material poroelastic properties apparent at the macroscopic scale. As
an advantage, this two-scale hierarchical approach allows for geometrically based identification
of the Biot material model. Therefore, this model can be used as a basis for further research not
only in bone tissue mechanics, but also in tissue biomechanics in general, as well as in other
fields of engineering sciences related to porous media.
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(a) Dependence of Young’s modulus and Poisson’s ratio on rotation angle ψx
(b) Dependence of Young’s modulus and Poisson’s ratio on rotation angle ψy
(c) Dependence of Young’s modulus and Poisson’s ratio on rotation angle ψz
Fig. 6. Example 2 – Effective coefficients influenced by rotation angle ψiof lacuna
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(a) Dependence of shear modulus G on ψx (b) Dependence of displacement uz on ψx
(c) Dependence of shear modulus G on ψy (d) Dependence of displacement uz on ψy
(e) Dependence of shear modulus G on ψz (f) Dependence of displacement uz on ψz
Fig. 7. Example 2 – (Left) Components of shear moduli influenced by rotation angle ψi of lacuna; (Right)
z-component of displacement uz influenced by rotation angle ψi of lacuna
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